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V-6R 


6-Meter Collinear Gain Vertical 
for 51-54 Mhz 


INSTRUCTION MANUAL 


General Description 


The new Hy-Gain V-6R VHF antenna is a 
collinear 5/8-wave omnidirectional vertical 
antenna for the 51-54 MHz frequency range. The 
V-6R features two sets of 1/4-wave radials 
which properly decouple the lower 5/8-wave 
radiator from the mast. It also features a 500 
watt enclosed coil that matches the antenna to a 
nominal 50 ohms. 


The feedpoint is a female UHF connector that is 
protected from the weather within the lower 
radiator. The V-6R also features a mast-to-mast 
bracket that will accept up to a 2 1/4 inch O.D. 
mast. 


SPECIFICATIONS 


VSWR at Resonance (52.8 MHz})..........000000.0.. 
2:1 VSWR Bandwidth ........0..00.0000 ccc eee 
a . — 
Antenna/Mast Isolation .........0..00..0..c000 seueees 
PG ME soda casanitiniconercanminnceeseierebcrerenatneeees 
Lightning Protection ...............::0cccccscceresserecenees 
PUES REIUE: sicacstzassanecivapnaeine ccataneeivantecitianebeniaanieasians 


Wind Area .. seve 
Maximum Mast 0. D.. waueteen: 
Hard ware ,. 


TELEEETEEELATE TTT EE TE 


Maximum Wind Survival (no ‘ce) Ausdiue a 
Net Weight wu... 


Assembly of Lower Radiator 


Unpack the antenna and check the parts against 
the parts list and drawings. 


Select four of the radial clamps and associated 
hardware and LOOSELY assemble them as 
shown in Figure 1. Repeat the previous step for 
the remaining four radial clamps. 


OTOP CPE PUREE PEP 


PDR RDeBLE EE 


ucthsdcs euab wade ea wegeenacnenerimanaccdueeucenadoscretene weasels 20 dB 
w saeedaa@eune=eesscqsdhecey cence 500 watts continucus 
a acauieadaptaiiugehcuavaeatecasitantesteassonvantenavenent DC ground 


tetapnomenen .25 feet 3 inches (7.7 m) 
sotspcvatocuincunaaabes 2.2 sq. ft. (0.20 sq.m) 
.2 1/4 inches (57 mm) 
.. 18-8 stainless steel 


TPT rrOlerereceenetear tite Cire 


ose ci atariectsta cesiabeetace waepeeaae 80 mph 
scaennasgapnissenaiaeteipasamponesieeeteaten .... 15 tbs (6.8 kg) 


Slide both assemblies onto the 1 1/8" x 61" tube 
assembly (Item 16) as shown in Figure I and 4. 
Tighten only the eight (8) screws close to the 
tube to hold the clamps in place. Place a No. 16 
tubing clamp (Item 19) over the slotted end of 
the tube as shown in Figure 5. 


Select the | 3/8" x 44" slotted tube (Item 5) Place 
a No. 16 tubing clamp (Item 19) over the slotted 
end of the tube. Slide the slotted end over the 
bottom end of the 1 1/8" x 61" tube assembly 
until the tube touches the bottom of the bottom 
radial clamp. Tighten the tubing clamp securely 


Select the mast-to-mast clamps and associated 
hardware and loosely assemble them as shown in 
Figure 2. Install the 1/4" hardware first. 


Slide the assembled mast-to-mast clamp over the 
*% bottom end of the 1 3/8" x 44" tube as shown in 


fv Bs , ™ Figure 2 and securely tighten the two (2) 1/4"-20 
a Ay oy | LN (4 required] x 1" bolts, nuts and lockwashers (Item Nos. 7, 10, 
16 required) ! 1 pg and 12). 

i | . 
fs eae NOTE: The end of the 1 3/8" x 44" tube (Item 5) 
should be even with the bottom of the mast-to- 
mast clamps (Item 9). 
Titer 
Mo. Description , 7 
| Radial Clamp, 45 degrees Select the 1" x 60" tube assembly (Item 15). 
2 Tube, 7/16" 2 52° Place a No. 10 tubing clamp (Item 18) over the 
16 Tube, | 1/8" s G1", shetted : 
ai Bolt. #10-24 0 5/9". box bead slotted end of the tube. Slide the bottom end of 
rl Nut, #1024, hex this tube assembly into the top (slotted) end of the 
M4 Lockwasher, #10, internal 1 1/8" x 61" tube assembly (Item 16) to the 
Fi 1 dimension shown in Figure 4. Securely tighten 
Radial Clap & bly soe No. 16 tubing clamp on the top of the 1 1/8" x 
61" tube. 
Item 
No. Description 
5 Tube, 1 3/8" x 44", slotted 
6 Bolt, 5/16"-18 x 5", hex head 
7 Bolt, 1/4"-20 x 1”, hex head (4 Req 
8 Bolt, 1/4"-20 x 2" , hex head 
9 Mast-to-Mast Clamp 
10 Nut, 1/4"-20, hex 
Il Nut, 5/16"-18, hex 
12 Lockwasher, 1/4", internal 
13 Lockwasher, 5/16", split te 
I NOTE: 
TT Brackets shown 
(2 Required) | 4 separated for clarity. 


} =——User Supplied Mast) 
Figure 2 
Mast-to-Mast Clamn 


16" 


(Reference) 


| HF 
7 CONNECTOR AND COAX 


(CUSTOMER SUPPLIED) 


Item 
No. Description 
22 7/16" x 58" 
3 ‘Tube, 5/8” x 38" 
4 Tube, 7/8" x 44” 
5 Tube, 1 3/8" x 44", slotted 
14 Coil, V-6R RADIALS AS SEEN FROM 
15 Tube, I" x 60”, slotted EITHER THE TOP OR THE 
17 Clamp, #6, Tubing BOTTOM. 
18 Clamp, #10, Tubing 
20 Caplug, 7/16". 


Figure 3 Figure 4 
Upper Radiator/Coil Assembly Overall View 


Part Descrivti 
No. escription 
Clamp, Size #6 
358756 all stainless steel 1/2" and 3/4" 
5/16" hex head screw 


Part eae 
No. Description 


Clamp, Size #10 
358757 all stainless steel 
5/16" hex head screw 


Part Deserae 
No. escription 
Clamp, Size #16 
358758 all stainless steel 11/4" 
5/16" hex head screw 


~ SLOT CENTER THE CLAMP 
SLOT. THE HOUSING 


~ HOUSING OVER THE 
SCREW pa 
HOUSING AND SLOT CAN BE 
ORIENTATED IN ANY 
THE BAND CAN BE DIRECTION -- NOT 
SOCKET WRENCH (OR ANY OPENED TO PLACE ~~ NECESSARILY "UP". 
oan 


ACCEPTABLE WRENCH ) THE CLAMP ON THE 


iS USED TO TURN ee TuBING) ™ we 


THE SCREW ( ‘Woy 


Figure 5 
Compression 
Clamps 


Assembly of Upper Radiator 
Refer to Figures 3 and 5. 


Select the V-6R coil assembly (Item 14). Select a 
No. 10 tubing clamp (Item 18) and place over the 
slotted tube end of the coil assembly. 


Select the 7/8" x 44" swaged tube (Item 4) and 
insert the bottom end into the slotted end of the 
coil assembly so that 42" is exposed. Tighten the 
tubing clamp securely. Place a No. 6 tubing clamp 
(Item 17) over the top (slotted) end of the 7/8" 
tube. 


Select the 5/8" x 38" swaged tube (Item 3) and 
insert the bottom end into the slotted end of the 
7/8" tube so that 35" is exposed. Tighten the 
tubing clamp securely. Place a No. 6 tubing clamp 
(Item 14) over the top (slotted ) end of the 5/8" 
tube. 


Select the 7/16" x 58" tube (Item 22) and insert 
one end into the slotted end of the 5/8" tube so 
that 44" is exposed. Tighten the tubing clamp 
securely. Place the 7/16" caplug (Item 17) on the 
end of this tube. 


Final Assembly 


It is recommended that you attach a short length 
of coaxial cable to the antenna before installation. 
After installation, you may then attach your 
feedline to this cable. The short length of cable 
must be at least 14 feet (4.3 m) long. 


The V-6R may be fully assembled or partially 
assembled before installation on your mast or 
tower. Use one of the suggested methods as 
described. 


Method 1: Full Assembly 


Attach the short length of coaxial cable to the 
UHF connector on the bottom of the coil 
assembly. Tighten the connector securely. Thread 
the cable through the bottom radiator tubes until 
the connector can be seen. Place the bottom of the 
coil assembly into the top of the 1" x 61" tube 
assembly and securely tighten the No. 10 tubing 
clamp. 


Select the eight (8) 7/16" x 52" radial tubes (Item 
2), and insert them completely into the radial 
clamps. Tighten all screws on both radial clamp 
assemblies. 


Place the antenna on a mast (2 1/4" O.D. max.) 
using a gin-pole. Tighten the 1/4" bolts first, then 
install and tighten the 5/16" hardware as shown in 
Figure 2. Depending upon your requirements, you 
may install the mast-to-mast clamps on your 
supporting mast first, then install the antenna. Try 
- this at at ground-level first! 


Method 2: Partial Assembly - Top of Tower 


Attach the short length of coaxial cable to the 
UHF connector on the bottom of the coil 
assembly. Tighten the connector securely. Thread 
the cable through the bottom radiator tubes until 
the connector can be seen. Place the bottom of the 
coil assembly into the top of the 1" x 61" tube 
assembly and securely tighten the No.10 tubing 
clamp. 


Hand-tighten the screws on the radial clamps and 
mark the exact position of the radial clamps with 
either black tape or a permanent marker before 
raising the antenna. Raise the antenna to a position 
near the top of the tower. Select and install the (8) 
7/16" x 52" radial tubes (Item 2) into the radial 
clamps. Begin with the top set, raise the antenna 
slightly, then install the bottom set. Securely 
tighten all screws! 


Place the antenna on a mast (2 1/4" O.D. max) 
using a gin-pole. Tighten the 1/4" bolts first, then 
install and tighten the 5/16" hardware as shown in 
Figure 2. Depending upon your requirements, you 
may install the mast-to-mast clamps on your 
supporting mast first, then install the antenna. Try 
this at ground-level first! 


Method 3: Partial Assembly - Tower Side 
Moannt 


Attach the short length of coaxial cable to the 
UHF connector on the bottom of the coil 
assembly. The length of this cable may be 
increased so that the connection to the feedline 
may be easily reached from the tower. Tighten the 
connector securely. Thread the cable through the 
bottom radiator tubes until the connector can be 
seen. Place the bottom of the coil assembly into 
the top of the 1" x 61" tube assembly and securely 
tighten the No. 10 tubing clamp. 


The tower (side-mount) support bracket(s) should 
be installed prior to antenna installation. The 
antenna should be supported at least 6 feet (2 m) 
from the side of the tower for best performance. 
Some detuning may be expected even at this 
spacing. 


METRIC: 
1 


Converting American 
Measurements to Metric 


Use this scale to identify lengths of bolts, 
diameters of tubes, etc. The American inch (1") 
and foot (1') can be converted to centimeters in 
this way. 


Hand-tighten the screws on the radial clamps and 
mark the exact position of the radial clamps with 
either black tape or a permanent marker before 
raising the antenna. Raise the antenna to a 
position near the support brackets. Select and 
install the eight (8) 7/16" x 52" radial tubes (Item 
2) into the radial clamps. Securely tighten all 
screws! 


Place the antenna on the support. Tighten the 1/4" 
bolts first, then install and tighten the 5/16" 
hardware as shown in Figure 2. Depending upon 
your requirements, you may install the mast-to- 
mast clamps on your supporting structure first, 
then install the antenna. Try this at ground-level 
first! 


WARNING 
Installation of this product near power lines is 


dangerous. For your safety, follow the installation 
directions. 


1 inch (1 ") = 2.54 
cm | foot (1') = 30.48 


Example: 


42" x 2.54 = 106.7cm 


PARTS LIST 


a Part No. Description Qty 
1 160012 Radial. clamp 45 de srees -i.sciciissasssecasaaeavactensdcacdsevessactarascenetebeass 8 
2 175165 MPU eT LG Ie cased Gus oeeieenca ne Saue ait eR edad Gaius een teem sant Sissases 8 
3 190012 DES O/S BO, SecesetGictwoiactestlndebeneacsutSpnencttumadecpeetaniedcons 1 
22 171533 ADS EG IO 224 Ae hse aad Sash ees veda tucataloan aa odsn ut ua 1 
4 190205 Rho Mar fe wis. G7: CAR ar Rae erin rere Ma tent. tnt nnn hen tre h ReMne Rene early 1 
5 191020 PGE A By Rete Ne Ns ca ania ai erecta Soh cad CSS Cane AM 1 
878785 Parts Pack, Base V-6R uu... cccccceeccccccccsesesssscsccceccesssssssescccsceueeeens 1 
6 500387 Bolt 5/16" =1 8 eS: Nex heads: 3.3 .cieeacianeialeawcweeals 4 
7 502958 Bolt, 1/4"-20 x 1", hex head wi... cece ccccccseseseeeesceesesseneeeees 2 
8 505737 Bolt, 1/4"-20 x 2", hex head .........ccccccccccccccecsesessenececeeeeessenssees 2 
9 5137000-1 DVL ASC CLATIN D555 rhy Sean tylehvn geet edsvuiganstad ayaa siontessaueatent eae vagcetteyeaaaeses 2 
10 554099 Nitty LY 20 EX saases gp ng ehetiaed iene iit eetbandeotaceidiats 4 
11 555747 INE SELB SLB ER: feces rss ancadidise sods taraucea wastes oy ditte cedak tector naabe 4 
12 562961 Lockwasher, 1/4", internal ........c cc eeeececcccccccseesesseceeseseeesenees 4 
13 564792 Lockwasher25/ 16°32 SPU said ssn konin tarda a eanagen etre ols. 4 
14 878786 AS OU ASS VV OR waccstandsesesecytsesscuaereuety devo ucad aatesngse eae seedy one aed 1 
15 878787 TUIDESRS SW oe OU Sat Bee he taeda Ee 1 
16 878788 Tbe Assy SVR ROG LS: ssc Sone A ee Ralye eas ouey waver een 1 
878790 PartssPack.V OR s.2cctedvesacc scutes Qed voc ccioad cd detente cused Deaeeioeeariieieee 1 
17 358756 CVAD, FO, WIDE scaseskaSsaietctes deavusaseees Geodausesotseuea easter ueceaaerees teat 1 
18 358757 Clamp, 105 (UDG avsescsd cass acsaaiuesseca de ncesasseewsd anes pusdaaennsdeaalaaesiaeses 3 
19 358758 Tat ings; GP Oss UUs. co55,-2ca2tud v5 santa viv gnantedeeadas oeseitedadeecateasesertatiaes 2 
20 455644 Cape E16 s(DIACK stents cuscea tacisitedlad ences tianidaaadieetxe it 
21 500160 Bolt; #10224 x 5/8" Nex HEA cisesseeechoi oes ose k tacaneen ae hak 34 
23 554071 INF E24 RG ca sits bcs et ccs gai cacns sttaccuds Shae vgls deme erensieies 34 
24 565697 Lockwasher, #10, internal ...........cc clic ceceseeseeccccceseseeseeseceeess 34 


25 880395 Mast Clamp ASS ocssccccaisiessasssesstedajadsvcassacdssecysasdaeagassdadsaadenaecnseese l 


